0C-904 Dipswitch Settings Chart

NOTE: On both Controls set UAL =90,

OCD=0.1
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Dipswitch Settings  OFF ON
1. Safety Output N.O. N.C. 8 .
2. Stall Output N.O. N.C. 8 N
; : = DORMA
3. Auto/K.A. Automatic Knowing Act -
A fue U - < ED-400
Fully Automatic Knowing Act
L. OFF 1. OFF S
2. OFF 2. OFF 8 LOCK
3. OFF 3.ON i |= %/:'Il'é&
4.0FF 4. OFF %HE pRES
STALL___Green |§| IEEE ]S;\EVAJIIVIG
4 e S C= | FIRE
|4 ~—~
0C-904C AcTl  Yellow I Ml §
R —NA
o g
~N D KA Purple
- lack LS
M ed N
B Brown <
Pw
| Orange — B
g +
STALL___Green g N DORMA
C-904C  [ped . S (I
- AC Yellow PY | 8
< saF__Blue i |—| IE!: LOCK
» i | CEZ )| pATA
N T — i SHES PRES
- 3| APPR
. Il;l:ﬂck— - g = swine
" = C—J| BEAM
} Brown e = =gy Q I FIRE
Pw Orange [ ]
] 1 g
u 8
11
T 8 2
<
e S
_] S
™
(.%\— i
PUSH
[ T0 OPEN
- NOTE: For Knowing Act applications all activation devices
Motion must connect to the purple wires from the OC-904 controls
Sensor (N.O. dry contact only). The purple wires connect in parallel.
Be sure to observe polarity (+ to +, - to -). Push/Pull activation
| must be DISABLED at the door control.
Fully Automatic
Applications Only

INSTALLATION NOTES

1. Set door speeds and verify proper door operation
prior to final connections of sensors system.
2. Technician MUST WALK TEST to verify
function and detection patterns comply with
ANSI/BHMA A156.10 requirments.
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