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•  Compatible with all DVR/NVR & ONVIF compliant cameras

•  Incredibly fast transmission speed to the Central Station

•  Simple connectivity during installation

Affordable & Effective — Visual Verification Made Easy

Case Studies

•  Backward compatible with all existing alarm panels

•  Delivers video clips to the end user (optional)

•  Limited cost for Central Station integration

Problem:
A used car lot owner had re-occuring issues with intruders 
cutting holes in the perimeter fence during night-time hours 
and vandalizing or burglarizing the area. The intruders would 
not enter the small office building, so the security system was 
never triggered. The customer did own a video surveillance 
system and it would record criminal activity but it did not 
prevent or deter crime.

Design:
Using the existing intrusion alarm panel (Interlogix NX8-v2 
panel) and the existing video system, the systems integrator 
introduced two OPTEX CKB-304 Bridges and four OPTEX 
Redwall SIP-3020 Outdoor PIR motion detectors. The motion 
detectors were installed over the two main perimeter light 
poles pointing into the lot with IP cameras located directly 
above each of the motion detectors.

Application:
With the two CKB-304 Bridges installed, the integrator can 
provide operators immediate access to eight live cameras 
during every alarm event. The Redwall SIP-3020 provided up 
to 30m of distance coverage and 20m width, complete with 
anti-masking and vandal tampers. With this simple but 
effective solution, the integrator was able to provide their 
customer with immediate visual verification of alarm sensors, 
only when the alarm panel is armed. Wireless key fobs were 
provided so the dealer can arm and disarm the system from 
outside the gate helping to eliminate false alarms during 
arming and disarming.

Solution:
Since the completion of this installation, there have been 
several nuisance alarms caused by cats that were immediately 
disregarded. Due to the visual verification solution there was an  
apprehension and the client has not had any vandalism or 
crime since. Per the customer’s request, the OPTEX Bridge has 
been installed on three additional car lots.

Problem:
Storage warehouse/offices of local landscaping company 
having recurring issues with intruders cutting through fencing 
in order to access warehouse and stored materials in 
marshalling yard. The last incident involved thieves cutting 
through a back wall of the warehouse to access stored 
equipment resulting in a loss of approx. $8,000 worth of 
equipment.

Design:
Using the existing intrusion alarm panel (Interlogix NX8Vs) the 
Integrator installed 3 OPTEX CKB-304 Bridges, 2 BX-80N 80’ x 5’  
Outdoor PIR for perimeter and building perimeter protection 
along the rear warehouse wall, 1 HX-80N 80’ x 6’ High Mount 
Outdoor PIR to cover the front of the warehouse, 1 HX-80NRAMi 
Battery-Powered, 40’ x 50’ High Mount Outdoor PIR with 
anti-masking, installed along the fence at the front of the 
property, and a newly installed 32 channel surveillance system.

Application:
Using 3 OPTEX Bridges, the integrator can provide operators 
immediate access to 12 cameras tied to specific perimeter 
zones including:

-OPTEX long range outdoor PIR detectors (wired & wireless)
-OPTEX outdoor PIR perimeter detectors
-Gate contacts
-Door Contacts
-Standard PIR detectors

With this simple and effective design & installation, we are able 
to provide the customer with immediate visual-verification of 
all alarm sensors, only when the alarm panel is armed.

Solution:
Since the completion of this installation, there have been zero 
false dispatches and no criminal perimeter breaches on the 
premises.


